INTEGRATED DYNAMICS IDSUV-300  





       BORDER EAGLE


                                                                  BORDER SURVEILLANCE SYSTEM














	Role:	Low-Altitude border and perimeter monitoring





	Wingspan:	3.1m (9ft  6in)





	Length:	1.75m (5ft  4in)





	Height:	0.48m (1ft  6in)





	Wing Area:	0.98 sq.m (9.5 sq. ft)





	Dry Weight:	9.0 kg (19.8 lb)





	Max. take off weight:	15 kg (33 lb)





	Fuel Capacity:	7 litres  (1.5 Gal)





	Power plant:	4-6 BHP Single or Twin-cylinder piston engine. 





	Speed Range:	30 - 160 kmph (20 – 100 mph) 





	T.O. Run:	20 m





	Range (Optical Tracking):                                          10 Km (6.25 miles)





                    Range (GPS/Autonomous)	30 Km (18.75 miles)





	Endurance:	Over 1 hour 15 minutes





	Recovery:	Wheels or parachute





	Stabilisation:	Options for ID-AP4/ID-APZ2000/ID-APZ6000 Digital Autopilots  with Navigation and Stability modules.





	Tracking &Telemetry:  	ID-TM6 GPS and data telemetry module with software       


                                                                                                           graphics interface display.





	Payload Capacity:	4 Kg (9 lb)





	Typical Payloads:	Daylight TV camera.  On-board video recorder.  Mission event recording still camera module.


                                                                                                           Combinations of payloads may be carried and activated


                                                                                                           as required.    

















                                                                                                  Specifications are subject to change without notice





INTEGRATED DYNAMICS - Aerospace & Robotic Systems 


250/I, Main Korangi Creek Road, Korangi, Karachi. PAKISTAN.   Tel: 92-21-5091881-2  Fax: 92-21-5091883


Website: http://www.idaerospace.com


